
Substantial
LVL Core Frame provides
strength unmatched in
the industry.

Long Lasting
Low maintenance Extira performs better than wood 
or MDF and is naturally moisture, weather, insect, and 
rot resistant. 

Energy Efficient
High performance urethane core produces R rating of 9.1.

INTRODUCING

SERIES OF FINE COMPOSITE CARRIAGE DOORS

Refined Styling
Comes standard with detailed beveled trim and simulated 
divided lites. Choice of Swing or Trifold designs. Choice of
Flush or V-Groove panels. 

Easy to Finish
Comes standard with factory priming. Available with white
latex top coat for a product that’s ready to install.

Green Design
Built from recycled and sustainable materials. 
SCS certified.



BENCHMARK DESIGNS

Specifications
Frame section: 1-1/4” thick
MDO panels: 3/8” thick
Urethane foam core: R value of 9.1
Extira face frame: 3/4” thick with 
profiled edges
Overlay boards: 5-3/4” width
Overall section thickness: 2”
Interior back:  1/4” mahogany plywood
Exterior grill: simulated divided lites    
Finish: comes standard factory primed;
optional white latex paint top coat

Standard Features
• Torsion springs
• Heavy-duty track
• 11-gauge hinges
• Commercial-grade white nylon rollers
• Vinyl bottom astragal with aluminum
retainer

Field Painting
The Benchmark is a paint grade wood 
composite door that comes factory primed.
A field application of high quality exterior
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Guaranteed for Quality
Artisan offers a 3-year limited warranty on Benchmark.

Here is a sampling of designs available in the Benchmark series 
of fine composite carriage doors. Please inquire for designs not 
seen here, available in our full library.

paint is required prior to or immediately
following installation in order to comply
with the terms of the warranty. An optional
factory applied white latex top coat is 
available.

Window Options
• 4, 6, 8, 12, and 16 lite designs 
included standard
• Arch top
• Prairie lites
• Solid top (no glass)

Panel and Trim Options
• V-Groove panels
• Diagonal/herringbone panels
• Z, V Brace overlay boards
• X Brace overlay boards

BE-BN-0L-ZB-2VP                       BE-BN-0L-AT-ZB-2FP                         BE-BN-0L-XB-2FP                     BE-BN-0L-AT-XB-2VP

BE-SW-6L-6FP                            BE-SW-6L-AT-6FP                           BE-SW-12L-6FP                           BE-SW-12L-AT-6FP                        BE-SW-12L-ZB-2VP                     BE-SW-12L-AT-ZB-2FP                       BE-SW-16L-2FP                           BE-SW-16L-AT-2FP
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